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Ethernet, Cable Specifications, 8-wire

* Cable that Meets the Requirements of TIA/EIA568-B.2
Category 5e Cable for 10 and 100 Base-T Ethernet

* Cable is UL Rated for Sunlight and Oil Resistant
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¢ 90 meters Horizontal Cable (SOLID - 842 or 843)
e 2 x 5 meters Patch Cables (STRANDED - 840 or 841)
e Direct Connect 30 M STRANDED
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Data Pair Outer Jacket Shields Bulk Cable
Type Approvals AWG | DCR (/1000 feet) |  Material Color Type Part Number / | Figure
Color Code Insulation Nominal O.D. Weight/300 M
_k
840 NEC CMR (ETL) 8/24 AWG |  28.6 Ohms PVC Teal None RBS;:)BIS;; M A
75°C 300 Volts CEC C (ETL) Stranded PE 6.5 mm (.256 in) P
flexlife
¥
841 NEC CMR (ETL) 8/24 AWG 28.6 Ohms PVC Teal Foil/Braid RBSS%BEi M A
75°C 300 Volts CEC C (ETL) Stranded PE 7.3 mm (.286 in) flexlife '
_*
842 NEC CMR (ETL) 8/24 AWG 28.6 Ohms PVC Teal None RBS;BISbZ M A
75°C 100 Volts CEC C (ETL) Solid PE 5.9 mm (.231 in) L
flexlife
¥
843 NEC CMR (ETL) 8/24 AWG 28.6 Ohms PVC Teal Foil/Braid RBSS%BI?; M A
75°C 300 Volts CEC C (ETL) Solid PE 7.3 mm (.286 in) o
flexlife
RB51305-*M
845 TSB-36 8/26 AWG 37.3 Ohms PUR Teal Foil/Braid 54 |bs. A
50°C 125 Volts I1SO/IEC 11801 Stranded PE 6.3 mm (.248 in) flexlife '
Halogen Free
%
ABT/?A NEC CMG 8/24 AWG 28.6 Ohms PVC Black Foil/Braid RB?;;?ES M B
WM 444 CEC HL CMG Solid PO 15.3 mm (.530 in) Armor .
80°C 300 Volts armorfast

* Indicates length in meters.

. Ethernet Media

Standard cable lengths are 1, 2, 4, 5, 6, 8, 10, 15, and in +5 meter increments from there. Consult factory for other lengths.
+ 85 thousand cycles on c-track flexing machine at 1.5" bend radius.
++ 4 million cycles on c-track flexing machine at 1.5" bend radius.
+++ 2 million cycles on c-track flexing machine at 1.5" bend radius.
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