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* Cable that Meets the Requirements of
EN50170-2-2:1996 for Communications

Braided Shield

Drain Wire

'I'UR”%

Industrial

Automation

PROFIBUS®-DP, Cable Specifications

White
Up to 12 Mbaud Figure B Blue
Green
\ Red
Mylar Tape
Al Mylar Foil Shielded
Jacket Inner Jacket
Drain Wire )
rain Wire
. Red Fi C Red
Figure A igure
Green
Green
Foil Shield Foil Shield
Braided Shield Aluminum Armor
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Type Approvals AWG  |DCR (1000 feet)| AWG | DCR (/1000 feet) |  Material Color Type  |PartNumber/| Figure | T
Color Code Insulation Color Code Insulation Nominal O.D. Drain Wire Welght/300 M 8
a
455 NEC PLTC 2/22 AWG 16.5 Ohms None N/A PVC Purple Foil/Braid RB50672-*M A
AWM 2464 | Cpc AWM/l A/BB FT4 |  RD/GN PE 8.5mm(335in) | 22 AWG 62 Ibs.
75°C 300 Volts
456 NEC AWM 2/22 AWG 16.5 Ohms None N/A PUR Purple Foil/Braid RB50683-*M A
AWM 20233 | cpc AWM/l A/B FT4 | RD/GN PE 79mm (310in) | 22 AWG 48 Ibs.
80°C 300 Volts
457 2/22 AWG 16.5 Ohms PUR Purple Foil/Braid RB50708-*M
75°C 300 Volts | EC MK RD/GN PE None NA 8.0mm (0.315in) | No Drain 51 Ibs. A
%
458 NEC AWM 2/22 AWG 16.5 Ohms None N/A TPU Plum Foil/Braid RBSS(:BGIszs M A
AWM 20233 | cpc AWMV A/B FT4 | RD/GN PE 8.5mm (0.335in) | 22 AWG o
80°C 300 Volts flexlife-10
K
4511 NEC PLTC 2/22 AWG 16.5 Ohms None N/A PVC Purple Foil/Braid RBS;TE; M A
AWM 2464 | cpc AWM A/B FT4 | RD/GN PE 8.5mm (319in) | 22 AWG S
75°C 300 Volts flexlife-10
H ¥
4510A NEC PLTC 2/22 AWG | 16.5 Ohms Aluminum FoilBraid | RB20875-"M
5 | CEC CM-CMG RD/GN i None N/A Armor/PVC 29 AWG 112 Ibs. C
75°C 300 Volts | ) apcp 15.4 mm (.605 in) armorfast®
K
4515 2/22 AWG 16.5 Ohms None N/A PUR Purple Foil/Braid RBT;iZ M A
80°C 300 Volts RD/GN PE 7.5 mm (0.295 in) 22 AWG Halogen-Free"
4516 (,;E(;npi_/\-ll'icri/rizo 2/22 AWG 16.5 Ohms None N/A PVC Purple Foil/Braid RB51259-*M A
105° 300 Volt CEC CMG RD/GN PE 11.1 mm (.435 in) 22 AWG 93 lbs.
590 NEC PLTC 2/22 AWG 16.5 Ohms 2/22 AWG 16.5 Ohms PVC Purple Foil/Braid RB51057-*M B
AWM 2464 | CEc AWM-I/IIA/B FT4 | RD/GN PE BU/WH PE 9.6 mm (380in) | 22 AWG 75 Ibs.
75°C 300 Volts
* Indicates length in meters.
Standard cable lengths are 1, 2, 4, 5, 6, 8, 10, 15, and in +5 meter increments from there. Consult factory for other lengths.
+ See page A6 for flexlife performance.
++ Zero Halogen: to DIN VDE 0472 part 815 + IEC 60754-1
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