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Cable Characteristics

Cable Type
Designator Blank /90 /S90/S101 /S90-SP /S600 /5622 /5653
Type PVC PUR PUR-flexlife PUR Coil Rubber PVC PVC Shielded
AWG/Amp AWG/Amp AWG/Amp AWG/Amp AWG/Amp AWG/Amp AWG/Amp
Description /Diag/Color /Diag/Color /Diag/Color /Diag/Color /Diag/Color /Diag/Color /Diag/Color
3W eurofast - leads 20-4-a-Gray 22-4-a-Gray 22-4-a-Gray 22-4-a-Gray | 18-4-a-Yellow | 18-4-a-Yellow N/A
3W eurofast - eurofast 20-4-b-Gray 22-4-b-Gray 22-4-b-Gray 22-4-b-Gray | 18-4-b-Yellow | 18-4-b-Yellow N/A
3W picofast - leads 24-4-c-Yellow 24-4-c-Black 24-4-c-Black 24-4-c-Black N/A N/A N/A
3W picofast - eurofast 1l 24-4-d-Yellow 24-4-d-Black 24-4-d-Black 24-4-d-Black N/A N/A N/A
3W picofast - picofast Il 24-4-e-Yellow 24-4-e-Black 24-4-e-Black 24-4-e-Black N/A N/A N/A
4W eurofast - leads 22-4-0-Gray 22-4-a-Gray 22-4-a-Gray 22-4-0-Gray | 18-4-o-Yellow | 18-4-0-Yellow N/A
AW eurofast - eurofast 22-4-a-Gray 22-4-a-Gray 22-4-a-Gray 22-4-a-Gray | 18-4-a-Yellow | 18-4-b-Yellow N/A
AW+drain eurofast - leads N/A N/A N/A 22-4-f-Gray N/A N/A 22-4-f-Gray
4AW+drain eurofast - eurofast N/A N/A N/A 22-4-f-Gray N/A N/A 22-4-f-Gray
Temperature Range -105°C -105°C -105°C -105°C -105°C -105°C -105°C
Oxidation E E E E E E E
Heat G/E G G G E G/E G/E
Qil FIG E E E E FIG FIG
Low Temperature Flexibility P/G G G G E P/G P/G
Weather, Sun G/E €] G G E G/E G/E
Ozone E E E E E E E
Abrasion FIG E E E E FIG FIG
Electrical Properties F/G P P P E F/G F/G
Flome E P P P E FIG FIG
Water FIG P/G PIG P/G E FIG FIG
Acid G/E F F F E G/E G/E
Alkali G/E F F F E G/E G/E
Gasoline, Kerosene
(Aliphatic Hydrocarbons) P P/G P/G P/G E P P
Benzol, Toluol, etc.
(Aromatic Hydrocarbons) P/F P/G P/G P/G G/E P/F P/G
Degreaser Solvents
(Halogenated Hydrocarbons) P/F P/G P/G P/G E P/F P/F
Alcohol G/E PIG P/G P/G E G/E G/E
P=Poor F=Fair G=Good E=Excellent
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